RFB 24-0010

ADDENDUM NO. 2

Sedgwick County Project: 793-T-2212; Bridge on 215th Street West
Over Afton Creek (B509)

The items contained herein now become a part of the referenced plans and
specifications. Please read the following items and acknowledge receipt of this
addendum on the Proposal Page Number P-1. NOTE: THIS ADDENDUM MUST

BE ACKNOWLEDGED TO CONSTITUTE A VALID BID.

SPECS:
* Replace SOP-1R to 2R with SOP-1R2 to 2R2:
o Add "Pavement Marking (Thermoplastic)(White)(6")(0.090")"
o Add "Pavement Marking (Thermoplastic)(Yellow)(4")(0.090")"
o Change Unit of Measurement for "Riprap Stone" to SQYD
PLANS:

* Replace Sheet 42 with 42R: Added pavement thicknesses to pavement
marking bid items.
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SCHEDULE OF PRICES

PROJECT: 793-T-2212: Bridge on 215th Street West Over Afton Creek (B509)
TYPE OF WORK: Box Bridge, Grading, Surfacing, Guardrail
Approx.
Bidding ltem Quantity| Unit Unit Price | Amount
CONTRACTOR CONSTRUCTION STAKING 1 LS
FIELD OFFICE 1 EACH
FOUNDATION STABILIZATION 48 CUYD
GRANULAR BACKFILL (WINGWALLS) 30 CUYD
MOBILIZATION 1 LS
REMOVAL OF EXISTING STRUCTURES 1 LS
CONCRETE FOR SEAL COURSE (SET PRICE) 1 CUYD | $225.00 | $225.00
CLEARING AND GRUBBING 1 LS
COMMON EXCAVATION (RURAL SMALL) 410 | CUYD
ROCK EXCAVATION 253 CUYD
COMPACTION OF EARTHWORK (TYPE B) (MR-90) 211 CUYD
WATER (GRADING) (SET PRICE) 1 MGAL $40.00 $40.00
END SECTION (7.0 SQ.FT.) (CSMA) 2 EACH
ENTRANCE PIPE (7.0 SQ.FT.) (CSMAC) 40 LNFT
GUARDRAIL, STEEL PLATE 350 LNFT
GUARDRAIL END TERMINAL (FLEAT) 2 EACH
MAILBOX INSTALLATION (SET PRICE) 2 EACH | $150.00 | $300.00
AGGREGATE BASE (SPECIAL) (6") 1,027 | SQYD
WATER (AGGREGATE BASE) (SET PRICE) 1 MGAL $40.00 | $40.00
PLANT MIX ASPHALT MIXTURE-COMMERCIAL GRADE 402 TON
CONCRETE (GRADE 4.0) 93 CuYD
CONCRETE (GRADE 4.0) (AE) 61 CuYD
REINFORCING STEEL (GRADE 60) 2,270 | LBS.
REINFORCING STEEL (GRADE 60) (EPOXY COATED) 43,510 LBS.
BRIDGE BACKWALL PROTECTION SYSTEM 194 SQYD
SLOPE PROTECTION (RIPRAP STONE) 174 SQYD 5
PAVEMENT MARKING (THERMOPLASTIC)(WHITE)(6")(0.090") 526 LNFT /2\
64 LNFT

PAVEMENT MARKING (THERMOPLASTIC)(YELLOW)(4")(0.090")

SOP-1R2



TEMPORARY FERTILIZER (15-30-15) 0.15 LBS.
TEMPORARY SEED (CANADA WILDRYE) 2 LBS.
TEMPORARY SEED (GRAIN OATS) 5 LBS.
TEMPORARY SEED (STERILE WHEATGRASS) 5 LBS.
TEMPORARY DITCH CHECK (ROCK) 19 CUYD
SILT FENCE 187 LNFT
MULCHING 0.2 TON
WATER (EROSION CONTROL) (SET PRICE) 1 MGAL [ $40.00 | $40.00
TEMPORARY SEEDING - LS - - /1\
SEEDING 1 LS
TRAFFIC CONTROL 1 LS
GRAND TOTAL A
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A 2/23/2024: Added Pavement Marking

2/12/2024: Added Traffic Control, Removed
Temporary Seeding

SOP-2R2

Quantities, Changed unit on
Riprap Stone
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PROJECT FISCAL | SHEET | TOTAL
COUNTY | STATE NUMBER YEAR | NO. |SHEETS
SEDGWICK | KANSAS B509 2024 42R 47
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SUMMARY OF QUANTITIES
CHART "A” CHART "B” ITEM QUANTITY | UNITS
The approach taper length from point A to paint B is Approach N Approach ] Pavement Marking (Thermoplastic)(White)(6")(0.090") 526| Lin. Ft.
to be determined using CHART B. Values for L were Speed Speed Pavement Marking (Thermoplastic)(Yellow)(4")(0.090") 64| Lin. Ft.
calculated using the equations below and increased 20 mph 20’ 20 mph 80’ Pavement Marking (Point)(‘(e\\ow)(4") Lin. Ft.
to the next higher 5 mph increment. 5 ; - - . -
25 mph 25 25 mph 125 Pavement Marking (Paint)(Yellow)(12") Lin. Ft.
~Speeds < 45 mph L=W'S* 30 mph 30° 30 mph 180’ Pavement Marking (Paint)(White)(24") Lin. Ft.
60 35 mph 35 35 mph 245
~Speeds > 45 mph L=W*S jg mp: 40 ig mp: 320 Pavement Marking Symbol (Paint)(White)(Thru Arrow) Each
m ’ m ! N . . .
B3 1f arrows are used and unless otherwise specified the space 50 Ph 45, 55 Ph 540, Pavement Marking Symbol (Paint)(White)(Bicycle) Each
between lines should be at least four times the height of mp 50 mp! 600
the characters for low speed roads but not more than ten 55 mph 55 55 mph 660’
times the height of the characters, under any conditions. ) )
60 mph 60 60 mph 720 NO—PASSING (TWO DIRECTIONS)
A For speeds less than or equal to 40 mph, R=150". 65 mph 65 65 mph 780
For speeds greater than or equal to 45 mph, R=300". 70 mph 70 70 mph 840’ A2/20/24: Added Pavement Marking Thicknesses
3/7/18 [Added shoulder Bike Lane Detail NN /MRB
4/30/09 [ Added Left Turn Taper Detail JRW /MRB
2/16 /06 [Revised Bill of Materials/Removed SI Option DRS /MRB
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